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(1) SCOPE OF TENDER

TENDER FOR
1.WATERPROOFING OF BUILDING TERRACE
2.SEALING OF BUILDING EXPANSION JOINTS

AT INDIA INTERNATIONAL CENTRE

40, MAX MULLER MARG, LODHI ESTATE, NEW DELHI



M/s

(2) NOTICE INVITING TENDER

Sealed item rate tenders in the prescribed form are hereby invited by the undersigned
for the work as detailed below:

Name of work : TENDER FOR
A. WATERPROOFING OF BUILDING TERRACE
B. SEALING OF EXPANSION JOINT

1.

2.

N o

Owner- M/s. India International Centre, 40,Lodhi Estate, Max Mueller
Marg, New Delhi

Issue of Tender ; 15/10/2026

Earnest Money : Rs. 10,000.00 in DD

Receipt of tender documents : On or before 05/11/2026
Completion Period ; As per Schedule given by HMD
Address for Issue of Tender ; M/s India International Centre, 40,

Max Muller Marg, Lodhi Estate, New Delhi 110003

8. Address for submission of Tender : PURCHASE DEPARTMENT, India

International Centre , 40, Lodhi Estate Max Mueller Marg , New Delhi — 110003

9. Sealed Tenders will be deposited in the Tender Box kept at ADMIN. OFFICE.



(3) General Terms & Conditions

»

10.

PRINTED FORMS OF TENDERS consisting of the complete specifications, the
schedule of quantities of work to be done and set of ‘Conditions of Contract’ to be
complied with, by the person whose tenders may be accepted, can be obtained of
tender document at address as detailed in para 1.1 above.

The site for the work will be available in the year 2027 - 28

The acceptance of tender, will rest with M/s 1IC who does not bind itself to accept the
lowest tender, and reserves to itself the right and authority to reject any or all the
tender received without assigning any reason thereof. All tenders in which any of the
prescribed conditions are not fulfilled or are incomplete in any respect are liable to
be rejected.

On acceptance of the tender, the name of the accredited representatives of the
contractor who would be responsible for taking instructions from the Engineer-in-
charge shall be communicated to the Engineer-in-charge within 10 days after the
date of written order to commence work.

Sales Tax, Turnover tax, GST or any other tax on materials, if any, in respect of this
contract shall be payable by the contractor and IIC, will not entertain any claim
whatsoever in this respect. In the event of non-payment/defaulting in payment of any
octroi, royalty, cess, sales tax, custom excise or any other levy/tax including labour
dues and C.P.F. etc. by the contractor, IIC, reserves the right to withhold the dues /
payment and make payments to the Local /State /Central Govt. Authorities or to
labourers as may be applicable and same shall be adjusted from the amounts due to
contractor.

VALIDITY OF OFFER

The tender for the work shall remain open for acceptance for a period of 365 days
(Three Hundred and Sixty-five days) from the date of opening of tenders. If any
tenderer withdraws his tender before the said period or makes any modifications in
the terms and conditions of the tender which are not acceptable to Employer then
Employer shall without prejudice to any other right or remedy, be at liberty to forfeit
the said earnest money absolutely.

The tender for the work shall not be witnessed by a Contractor who
himself/themselves has /have tendered or who may tender for the same work.
Failure to observe this condition would render tenders of the contractor tendering as
well as witnessing the tender liable to summarily rejection.

If it is found that the tender is not submitted in proper manner or contains too many
corrections or absurd rates of amounts, it would be open for IIC, to take suitable
action against the Contractor.

Unsealed tenders will be summarily rejected.

Before tendering, the Contractor shall inspect the site to fully acquaint himself about
the condition in regard to accessibility of site, nature and extent of grounds working



11.

12.

13.

14.

15.

16.

17.

18.

19.

conditions, existing installations etc. required for the satisfactory execution of the
contract.

Bidders are advised to study this Tender document carefully before submitting their
proposals in response to this notice. Submission of a proposal in response to this notice
shall be deemed to have been done after careful study and examination of this document
with full understanding of its terms, conditions, and implications. Failure to furnish all
information required as mentioned in the TENDER documents or submission of a proposal
not substantially responsive to the TENDER documents in every respect will be at the
Bidder's risk and may result in rejection of the proposal.

The Contractor’s responsibility for the contract shall commence from the date of
issue of orders of acceptance of tender.

The site for execution of the work will be made available, as soon as the work is
awarded.

RATES:
a. The Contractor/s should quote in figures as well as in words the rate, and

amount tendered by them. The amount for each item should be worked out
and the requisite totals given.

If required, the Bidders will be requested to give a presentation to I[IC Core
Committee at mutually convenient date
lIC shall reserve the right to award the work in full or part

Payment:

The Payment terms will be as follows.

a. Advance - 10% - Shall be paid against Bank
Guarantee

b. Against Delivery of Materials - 60% on Pro — rata basis

c. On Completion of work - 20% on Pro-Rata Basis

d. One Year after Commissioning of satisfactory services - 05%

e. TDS and other deductions as applicable

Defect Liability Period: 12 months from the date of completion of contract for all
BOQ items except water proofing and Building Expan items, for which the DLP
shall be 10 years from date of completion of contract as per following details:
Vendor is required to submit a GUARANTEE BOND for 10 (ten) years from the
date of virtual completion of the work for water proofing items.

Special Terms and Conditions
a. The award of tender shall be based on merit of the Tenderer as decided by
[IC’s internal Committee. It will not be based purely on the Lowest Bidder
basis.



20.

21.

25.

26.

27.

Execution of Work: The proposed work has to be executed in such a way that
there is minimum inconvenience to Guest / inmates / and work is to be completed
in time bound manner.

Site Visit : The tenderer is advised to visit and examine the site and its
Surroundings to get acquainted with the scope of work fully at his / their cost and
obtain, for himself on his own responsibility, all information that may be necessary
for preparing the tender and entering into a contract.

The Tenderer shall be deemed to have inspected the site and its surroundings
beforehand and taken into account all relevant factors pertaining to the site in the
preparation and submission of the Tender.

Dismantling

Before any dismantling work is commenced and also during the process of the
work, aAll areas adjacent to the work site shall either be closed or suitably
protected.

All practical steps shall be taken to prevent danger to persons employed from risk
of fire or explosion, or flooding. No floor, roof or other part of a building shall be so
overloaded with debris or materials as to render it unsafe.

Safety

All necessary personal safety equipment such as helmets protective footwear
goggles / eye shields, life jackets, gas masks, safety belts etc. as considered
adequate by the Engineer-in-Charge shall be available for use of persons
employed on the site and maintained in conditions suitable for immediate use; and
the contractor shall take adequate steps to ensure proper use of equipment by
those concerned. Safe means of access shall be provided to all working platforms
and other working places. Every ladder shall be securely fixed. Adequate
precautions shall be taken to prevent danger from electrical equipment. No
materials on any of the sites shall be so stacked or placed as to cause danger or
inconveniences to any person or the public. The contractor shall provide all
necessary fencing and lights to protect public from accidents and shall be bound
to bear expenses of defense of every suit, action or other proceedings at law that
may be brought by any person for injury sustained owing to neglect of the above
precautions and to pay any damage and costs which may be awarded in any such
suit, action or proceedings to any such person or which may with the consent of
the contractor be paid to compromise any claim by any such person.

Avoidance of Nuisance

The contractor shall take all precautions to avoid any nuisance arising from his
operations. This shall be accomplished, wherever possible by suppression of
nuisance at source rather than abatement of the nuisance once generated.

28. Noise & Distribution / Pollution

All works shall be carried out without unreasonable noise and disturbance. The
contractor shall indemnify and keep indemnified the employer from and against



29.

30.

31.

32.

33.

34.

35.

36.

37.

38.

any liability for damages on account of noise or other disturbance created while
carrying out or in carrying out the work,

Subject and without prejudice to any other provision of the contract and the law of
the land and its obligation as applicable, the contractor shall take all reasonable
precautions.

Cleaning of Site: The work of the contractor will not be treated as complete
unless he removes all the debris of the work from the site complete with in the 100
meter lead. The contractor shall have to remove, dust and dirt from floors, wood
work and colour splashes from floors, walls, door windows, glass-panes etc. In the
event that the vendor fails to remove debris from the site from time to time, the
same shall be removed from the site at the risk and cost of the Vendor and
additionally a fine of Rs. 5000 shall be levied for each instance of non-adherence
to this directive. The Vendor shall cover all the windows with plastic, etc. complete
as per the direction from Engineer-In-Charge as part of the contract

Completion Time - As per direction of Engineer In Charge. (HMD).

No Price Escalation — During the execution of work, no price escalation will be
payable to the vendor either on material or labour. Also it is noted that due GRAP
restrictions or any other reasons, if the work is stopped no compensation will be
payable.

Accommodation — No accommodation will be provided by the IIC at site.
Temporary store for keeping the material will be made by the vendor.

Termination of Contract — If the work is found not as per specifications or quality
or any other reason, the Contract will be terminated and no compensation on
materials or labour will be given to contractor on account of that.

Liquidity damage — If the contractor fails to complete the work as per schedule,
the Liquidity Damage will be applicable @ of 1% Per Week of the Contract Value
and upto a Maximum of 5%.

Extra Items — Any extra items not included in the BOQ the same will be paid by
[IC on the basis of cost analysis, submission of Purchase bill and approval from
the Competent Authority.

The Tenderer should clearly identify limitations or constraints in the execution of
work within the scope of work.

The Vendor shall prepare BAR CHART adhering to the completion time
mentioned in the agreement and submit the same for approval of the IIC
authorized representative and for his record within 7 days of award of the
Contract. The chart shall indicate the expected date of commencement and
completion of each items of work. The Bar Chart will form part of the contract.
However, the IIC reserves the right to alter the Bar Chart, if necessary, from time
to time and no claim of tenderer on account of such alteration, will be entertained.

The minor electrical / carpentry works required for completing the work will be
carried out by Successful bidder and Successful bidder shall make good any
damages caused to the structure at his own cost.



39. The equipment supplied with all component elements, its erection, testing and

commissioning should comply with all applicable Bureau of Indian Standard
Specifications, amended up to date.

(4) SCOPE OF WORK

1.

10.

Removal of loose concrete or plaster where cracks are observed in the slab/beam
and repair of same after treating reinforcement and concrete surface of all
structural members of the buildings.

Dismantling of the loose plaster and brickwork of parapet and steps and landings of
the mumty, staircase of buildings and repair / recasting of same as per direction of
Engineer In-charge.

Water proofing of terrace of Buildings after removing old waterproofing up to
mother slab as described in repair methods below.

Barricading of area of work with all necessary safety instructions and warning
signs, complete.

Daily cleaning and collection of debris and disposal of the same into approved
municipal dumping yard and providing safety net or other dust controlling measures
to be taken by the Vendor.

Any Movement from the existing lift installed at office will be not allowed for
material movement.

Vendor shall ensure safe working at site and provision of necessary props during
repair works or other structural members (if required).

The bidder should submit a GUARANTEE BOND for effectiveness of
Waterproofing / Sealing of Expansion of Joints on Rs. 100 Non Judicial Stamp
paper for a period of 10 (ten) years from the virtual completion of the works in the
prescribed format. Date of Virtual completion shall be deemed to be considered
from the date of certification by IIC Engineer In Charge

Wherever applicable Vendor shall maintain proper record of material received,
consumed, test report and certificate of the materials, daily work progress register,
manpower deployment and hindrance register etc.

The step wise procedure for treating the mother slab to be followed is listed below:
i. Surface preparation: Cleaning and preparation of the substrate (concrete
Surface) must be carried out thoroughly to leave a sound base for the application
ensuring it is devoid of any dust and foreign particles.



11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

Application of primer: Providing and applying solvent free two component
polyurethane spray applied primer over the main mother RCC slab

Waterproofing shall be taken to every possible corner horizontally and vertically in
up stands/parapet to 300mm (above the level of protection screed to be laid.

Water tightness of the waterproofing membrane shall be tested by ponding the
terrace for at least 48 hours and inspecting the underside of the slab for signs of
seepage. Appearance of wet / damp patches on the other side indicates need for
rectification. Water tightness of parapet walls and profiled structures shall be tested
by ‘spray test’ - spraying water on the treated faces of walls. Appearance of wet /
damp patches on the other side indicates need for rectification. In both the above
tests, should the inspection reveal defective areas,

The applicator shall make those areas rectified by adopting procedures specified
by the manufacturer , and re-test to the satisfaction of the engineer in charge (test
iIs performed by filling water on the terrace by carefully blocking drain outlets
without damaging the coating).

Concrete screed: Laying an average 75mm concrete screed of M20 grade
concrete, maintaining an average slope of 1:40 towards the drain outlets for
effective and efficient draining of water. The entire job to be carried out as per the
instructions and to the complete satisfaction of the Engineer-In-Charge. Cutting
grooves of size 4x4mm in the screed to avoid cracks in screed. Filling grooves with
PU based sealant as per manufacturer's Specification.

Top layer of tile :Providing & laying Solar Reflective Tiles in cement mortar 1:3 (1
cement : 3 coarse sand) laid over average 20mm thick base mixed with approved
quality waterproofing compound to proper slope, curing etc. complete.

The specification laid down in the BOQ shall be followed.

The whole terrace so finished shall be ponded up with water up to specified depth
for a minimum period of 48 Hrs. for curing and for final test. The ponding test shall
be properly recorded and carried out under the supervision of [IC Engineer in
Charge All above operations to be done in order and as per the manufacturer's
specification to the complete satisfaction of the Engineer-In-Charge.

Approved Makes: FOSROC/PIDILITE/SICA/BASF or equivalent. The applicator
shall mention the alternative. Cement — Ultratech/Shree Ultra Jangrodhak
Cement/Shriram Cement

Area Under consideration:

Auditorium Room

Hostel Rooms Terrace above room nos — 47 to 52
Hostel Room Terrace above Hostel Rooms — 91 to 100
Terrace Above Conference room 2

Terrace above Kitchen

Annexe Building Terrace

~Poo0oTp






(5) ELIGIBILITY CRITERIA

. Minimum 05 Years of experience in the relevant field.

. Should have completed 500 SQ. Mtr. The Tenderer should have completed at least 3
such works in the last 5 years. Valid Document to be provided.

. Turnover the Tenderer firm should be Rs. 1 crores per year in the work of Supply,
Installation, Testing & commissioning of Plant. Valid document may be submitted.

. Tenderer firm should declare the turnover and provide IT returns certificate for last 3
years. Valid document may be submitted

. The Tenderer should have a valid GST Registration, PAN, if available MSME
Registration. Valid document may be submitted.

INDIA INTERNATIONAL CENTRE



(6) FINANCIAL OFFER - PRICE BID

ANNEXURE 1 - Water Proofing Work

ANNEXURE 2 - Repair of Building Expansion JOint

INDIA INTERNATIONAL CENTRE



